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TABLE 7-1: Proposed Operational Procedures – Annona Sand Injection Zone                                      

Parameters/Conditions Limit or Permitted Value Unit 

Maximum Injection Pressure   

Surface 1,531 psi 

Downhole 2,762 psi 

Average Injection Pressure   

Surface 1,519 psi 

Downhole 2,744 psi 

Maximum Injection Rate 539 MT/day 

Average Injection Rate 523 MT/day 

Maximum Injection Volume and/or Mass 3,940,605 MT 

Average Injection Volume and/or Mass 3,823,630 MT 

Annulus Pressure 2,000 psi 

Annulus Pressure/Tubing Differential >100 psi 
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TABLE 7-2: Proposed Operational Procedures – Tuscaloosa Injection Zone – Upper Interval 

Parameters/Conditions Limit or Permitted Value Unit 

Maximum Injection Pressure   

Surface 2,035 psi 

Downhole 3,308 psi 

Average Injection Pressure   

Surface 1,760 psi 

Downhole 3,064 psi 

Maximum Injection Rate 2932 MT/day 

Average Injection Rate 2104 MT/day 

Maximum Injection Volume and/or Mass 17,252,173 MT 

Average Injection Volume and/or Mass 15,368,750 MT 

Annulus Pressure 2,400 psi 

Annulus Pressure/Tubing Differential >100 psi 
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TABLE 7-3: Proposed Operational Procedures – Tuscaloosa /Paluxy Sands Injection Zone – Lower 

Interval 

Parameters/Conditions Limit or Permitted Value Unit 

Maximum Injection Pressure   

Surface 2,035 psi 

Downhole 3,538 psi 

Average Injection Pressure   

Surface 1,760 psi 

Downhole 3,308 psi 

Maximum Injection Rate 989 MT/day 

Average Injection Rate 702 MT/day 

Maximum Injection Volume and/or Mass 18,404,794 MT 

Average Injection Volume and/or Mass 15,368,750 MT 

Annulus Pressure 2,400 psi 

Annulus Pressure/Tubing Differential >100 psi 

 

 


